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LED Wall Sconce ML9 Series - Bulb in box

© 2021 Specifications subject to change without notice.

PROJECT NAME:___________________________________________________________________   CAT. #: _________________________________________________________ 
NOTES:____________________________________________________________________________   FIXTURE SCHEDULE:_____________________________________________

5-year standard warranty (further details available at www.maxlite.com/warranties)  
Product may be eligible for a warranty extension to 10 years, for an additional fee. Contact MaxLite for details.
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Product Description:
LED Wall Sconces add long-lasting, energy-efficient illumination
with a decorative touch to corridors in homes, hotels, motels, and
commercial property applications. The series is available in nickel,
white, and dark bronze finish to complement virtually any interior
style. This bulb in a box solution comes prepackaged with JA8
compliant LED bulbs for ease of installation and guarantee of high
CRI, flicker free LED performance.

Features: 
• CRI ≥90
• Flicker free E9A19D927/JA8S bulb included for ease  
 of maintenance
• 120V, Triac dimming

Construction: 
• Formed Steel
• Powder coat finish
• High transmission lens

Listings: 
• ETL listed for damp locations
• Supports T24 Part 6 high efficiancy lighting requirementsOrdering: 

ORDER 
CODE MODEL # ENERGY 

STAR ID ITEM DESCRIPTION

106385 ML9E101CCWH27-V3 2382266 WALL SCONCE CONTEMPORARY WHITE FINISH WITH 1X9W 2700K JA8 COMPLIANT E26 SOCKET LED LAMP V3

106387 ML9E101CCNI27-V3 2382266 WALL SCONCE CONTEMPORARY NICKEL FINISH WITH 1X9W 2700K JA8 COMPLIANT E26 SOCKET LED LAMP V3

Specifications ML9E101CCXX-V3

Power Consumption  (W) 9W 

Source Lumens 800 lm

Efficacy (lm/W) 89

Color Temperature (K) 2700K

CRI ≥90

L70 Lumen maintenance ≥25,000 hours 

Input Voltage 120V

Input Frequency 60Hz

Power Factor ≥0.9

Material Formed Steel housing, Glass lens

Operating Temperature 0°F to 104°F

Environment Suitable for damp locations

Certification Energy Star, ETL Listed

Warranty 5 years
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